GENERAL REQUIREMENTS

TABLE 305.3.1
A-VALUE OF LOG WALL (R,)BY AVERAGE WIDTH (W) AND SPECIFIC GRAVITY

Average  Width

5 in. 6 in. 7 in. 8in. 9in. 10in. 12 in. 14 in. 16 in.
—_ 0.29 8.98 10.61 12.23 13.86 15.48 I 17.11 20,36 23.61 26.860
i“g..- 0.3 B.76 10.35 11.93 13.51 15.1 16.68 19.84 23.01 26.17
%‘ 0.31 8.56 10.1 11.64 13.19 14.73 16.27 19.35 2244 25.52
g 0.32 8.37 987 11.37 12.87 14.38 15.88 18.89 21.89 249
§ 0.33 8.18 9.65 11.11 12.58 14.04 15.51 18.44 21.38 24.31
g, 0.34 8 9.44 10.87 123 13.73 15.16 18.02 20.88 2375
0.35 7.84 923 10.63 12.03 13.43 14.82 17.62 20.41 23.21
0.36 7.68 9.04 10.41 11.77 13.14 14.5 17.24 19.97 227
0.38 7.38 8.68 999 113 12.6 13.91 16.52 19.13 21.74
0.39 1.24 8.52 9.79 11.07 12.35 13.63 16.18 18.74 21.29
0.41 6.98 8.2 .43 10.65 11.88 13.1 15.55 18 20.45
0.42 6.85 8.05 9.25 10.45 11.66 12.86 15.26 17.66 20.06
0.44 6.62 1.77 8.93 10.08 11.24 12.39 14.7 17.01 19.32
0.47 6.3 74 8.49 9.58 10.67 11.76 13.94 16.12 18.3
0.5 6.02 7.05 8.09 9.12 10.16 11.19 13.26 15.33 17.4
0.51 593 6.95 7.97 8.98 10 11.02 13.05 15.08 17.11
0.52 5.85 6.85 7.85 B.85 9.85 10.84 12.84 14.84 16.84
0.53 577 6.75 7.73 8.71 97 10.68 12.65 14.61 16.58
0.54 5.69 6.65 7.62 8.59 9.55 10.52 12.45 14.39 16.32
0.55 5.61 6.56 7.51 8.46 9.41 10.37 12.27 14.17 16.08
0.59 532 6.22 7.11 8.01 8.9 9.8 11.58 13.37 15.16
0.6 5.26 6.14 702 7.9 8.78 5.66 11.43 12.19 14.95
0.7 4.69 5.46 623 6.99 1.76 8.53 10,07 11.6 13.14

For 81: 1 inch =25.4 mm. .
Motes to Table 305.3.1:

1. The tabulated values assume MC; to be at 12 percent.

2, Above and left of the bold line, log criteria does not meet [ECC requirements for heat capacity for thermal mass credit.

3. The tabulated B-values represent walls with log-to-log contact at all seams inclusive of air films. The u-value, required in energy conservation calculations, is the
inverse of the R-value.
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